AIR TECH
SYSTEMS

Technical Documentation

LTG Medium-pressure Conveying Fans

Series VSR-M.




AIR TECH

LTG Medium-pressure Conveying Fans

Series VSR-M.

Application

This series of fans is particularly suitable to pneumatically
convey dust, fibres and shavings and wherever common
impellers would easily get clogged, e.g. in the textile,
plastics, and paper industry.

Typical applications also include the conveying of wood
chips, bark, lumber scrap, grains, nut shells and similar
particles of dusty or short-fibre goods.

A special version is suitable to also convey long-fibre ma-
terials such as wood wool, peeled bark or paper strips. Pos-
sible applications include the use as forced draught and in-
duced draught fans in connection with steam and hotwater
boilers.

Operating Conditions

Temperature of conveying means

depending on type of drive: upto 70 °C (MM)

upto 200 °C (MK, MKM,
MMK)

up to 120,000 m3/h

up to 5,000 Pa

Flow rates:
Total pressure:

Specification and Features

Housing of welded sheet steel, up to size 280 rotatable,
with opening for cleaning.

Up to size 280, suction and discharge connection round,
from size 315 suction connection round with flange, dis-
charge socket square with angular frame.

Welded sheet steelimpeller with open blades for direct ma-
terial conveyance, cast-iron hub, dynamically balanced ac-
cording to DIN ISO 1940, grade 6.3.

Motor or bearing support of reinforced welded sheet steel.
Reinforced version: welded sheet steel housing with 6 mm
steeltongue and impeller with 6 mm steel blades made out
of special steel with increased wear resistance.

Surface finish similar to RAL 5003, accessories similar to
RAL 9006.
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Motor

Standard three-phase motors, construction type IMB3,
up to 3 kW 230/400 V, from 4 kW 400/690 V, 50 Hz,
type of protection: IP55 (with PTC resistor sensor).

Advantages
e Perfect aerodynamic properties

e Flat fan curve
ensuring minimum pressure fluctuation during operation.

e Low power consumption
due to excellent efficiency.

e High operation safety
due to solid, torsion-resistant steel housing;
welded, bolted, coated.

e \Wide variety of applications
due to different drive types and special versions.

e Wide variety of types
Basic series with 15 sizes and 6 housing positions.
Other versions on request.

e \Wide selection
for flow rates up to 120,000 m3/h and
a total pressure of up to 5,000 Pa.

e Computer-based design
LTG fans are sized with the help of computer program for
each case individually based on the actual criteria.
Thus ensures to select the best possible fan for each ap-
plication.

Type MK intake side
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AIR TECH
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LTG Medium-pressure Conveying Fans

Series VSR-M.
Drive Types

The LTG series VSR-M. medium-pressure conveying fan
is a single inlet centrifugal fan available in a wide variety of
versions and drives.

Special Designs

Meeting certain requirements, the fans may be supplied
with double inlet.

Drive Types

Special Versions

Special versions with cooled shaft and bearings are avail-
able to convey hot air or hot gasses ("sp”).

In case of very high temperatures, the impeller and housing
may be made of heat-resistant steel.

To protect from chemically aggressive gasses, the housing
and impeller may be made of non-corrosive, acid-resistant
chrome-nickel steel or out of aluminium.

MM (preferred type)

Direct drive

Housing bolted to the motor support.

Impeller fixed to motor shaft end.

Fan speed = motor speed.

Suitable for use up to 70°C, unsuitable for hot air.
Most used drive type.

See page 11 for dimensions.

MK (special version)

Belt drive

Impeller with one sided bearing on steel shaft

with antifriction bearing.

Pulley with one sided bearing on the other shaft end.
Suitable for hot air since the shaft will be air-cooled.
Dimensions on request.

MKM (special version)
Belt drive

Compact aggregate
with short fan shaft - motor shaft centre distance.
See page 13 for dimensions.

Identical to MK, but with enlarged motor support to take the motor.

MMK (special type)
Direct drive via elastic coupling
Fan on separate bearing.

Fan speed = motor speed.
Particularly suitable for hot air.
Dimensions on request.

Axial extension of the fan bearing support to take the motor.
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LTG Medium-pressure Conveying Fans

Series VSR-M.

Overview of Sizes
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AIR TECH
I-@ SYSTEMS

LTG Medium-pressure Conveying Fans
Series VSR-M.

Technical Specifications for standard conditions (20 °C, @ = 1.2 kg/m3

Fan Flow Suction prTe?stsal:re ria\avi?;- Motor- Motor fz\r/wavgv?tth
Size Drivel speed rate speed fise ment output speed motor 2
[min-1] [m3/h] [m/s] [Pa] [kW] [kW] [min-1] ca. [kg]
125/10 MM 2835 880 20 780 0.4 0.55 2835 30
125/14 MM 2870 880 20 1320 0.6 0.75 2870 40
160/9 MM 2860 1450 20 1300 0.9 1.1 2860 35
160/11 MM 2890 1450 20 1660 1.2 15 2890 40
180/8* MM 2890 1830 20 1550 1.2 15 2890 35
180/10 MM 2890 1830 20 2030 1.8 2.2 2890 50
200/8* MM/MK 2890 2260 20 2040 1.9 3 2890 60
200/10 MM 2905 2260 20 2500 2.7 4 2905 75
224[7 MM 2905 2840 20 1940 2.6 4 2905 80
224/11 MM 2930 3400 24 4400 6.6 7.5 2930 130
224/15 MM 2940 3400 24 5490 8 11 2940 190
250/5 MM 2905 3530 20 2110 3.4 4 2905 85
250/6 R MM 2890 3530 20 1620 2.6 3 2890 80
250/6 MM 2925 3530 20 2390 41 5.5 2925 100
250/8* MM/MK 2930 3530 20 3350 5.2 7.5 2930 110
250/12 MM 2940 3400 24 6200 13 15 2940 190
250/15 MM 2945 3400 24 6790 17.7 22 2945 275
280/5 MM 2930 4440 20 2650 5.3 7.5 2930 120
280/6 MM 2940 5000 28 2940 7.8 11 2940 160
280/7 R MM 2925 4440 20 2280 4.2 5.5 2925 115
280/8* MM/MK 2940 5000 28 4160 7.7 11 2940 165
315/5R MM 2930 5600 20 1980 5.3 7.5 2930 135
315/8 R MM 2940 6800 24 4520 12.9 15 2940 190
315/8* MM/MK 1440 5600 20 1080 2.8 4 1440 115
315/10 MM 1455 5600 20 1580 4 5.5 1455 135
355/8* MM/MK 1455 7130 20 1490 45 7.5 1455 155
355/10 MM 1460 7130 20 2180 7.1 11 1460 195
400/6 MM 1455 9050 20 1350 6 7.5 1455 185
400/7 MM 1460 9050 20 1620 7.3 11 1460 215
400/8* MM/MK 1460 9050 20 2030 7.8 11 1460 220
400/10 MM 1465 9050 20 2910 12.6 185 1465 265
450/7 MM 1465 11 450 20 2260 12.7 185 1465 295
450/8* MM/MK 1465 11 450 20 2690 13.2 22 1465 230
450/10 MM 1465 11 450 20 3650 20.8 30 1465 400
500/7 MM 1465 14 140 20 3160 194 30 1465 430
500/8* MM/MK 1465 14 140 20 3450 21.2 30 1465 435
500/9 MM 1475 14 140 20 4040 25.6 37 1475 490
500/10 MM 1475 14 140 20 4660 34.5 45 1475 525
560/8* MK 1500 25 000 28 4290 44 55 1480 1080
630/8* MK 1250 31500 28 3650 48 55 1480 1240
710/8* MK 1125 40 000 28 3770 62 75 1485 1720
800/8* MK 1000 58 000 32 3850 93 110 1488 2095
900/8* MK 875 73 500 32 3700 114 132 1486 on request
1000/8* MK 850 90 500 32 4465 167 200 1486 on request

* Preferred series. For characteristic refer to page 5 2) Reinforced version

1) Drive type MM also available as MMK, drive type MK also available as MKM.

Motor: standard three-phase motor, type IM B3 up tp 3 kW 230/400V, from 4 kW 400/690 V, 50 Hz, type of protection IP 55
(with PTC resistor sensor)
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LTG Medium-pressure Conveying Fans
Series VSR-M.
Fan Curves (at 20 °C, 0 = 1,2 kg/m3)
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LTG Medium-pressure Conveying Fans

Series VSR-M.

Fan Curves (at 20 °C, 0 = 1,2 kg/m3)
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LTG Medium-pressure Conveying Fans
Series VSR-M.
Fan Curves (at 20 °C, 0 = 1,2 kg/m3)
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LTG Medium-pressure Conveying Fans

Series VSR-M.

Fan Curves (at 20 °C, o = 1,2 kg/m3)
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LTG Medium-pressure Conveying Fans

Series VSR-M

AIR TECH
I-@ SYSTEMS

Dimensions type MM up to size 280

Tolerances according to DIN ISO 2768-cL

Figure:
Housing position R 360

p n
(%) Housings are continuously rotatable.

Round suction and discharge sockets with

drilled flange.

For connection dimensions refer to page 15.
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Size Max. Dimensions of support Nq;nt'r?al Dimensions of housing
VSR-MMm | Motor wiaths
Slzeé ' p | a|cp|c |[wlwi|lhy|i|@s| h |@d| f |@g|k |m|n o |p|q |l

125 * 90L |260 |290 |200 [250 |45 |25 | 71 |25 |14 | 271 |125 |100 | 125 | 148 | 174 | 190 | 206 | 222 | 275 |60
125/14 * 90L |260 |290 |200 [250 |45 |25 | 80 |25 |14 | 280 |125 |100 | 125 |184 | 210 | 226 |242 | 258 |310 |60
160/9 * 90L |260 |290 |200 [250 |45 |25 | 80 |25 |14 | 280 |160 | 130 | 160 | 168 | 210 | 226 | 242 | 258 | 330 | 60
160/11 90L |260 [290 |200 [250 |45 |25 | 90 |25 | 14 | 290m | 160 | 130 | 160 | 208 | 226 | 250 | 274 | 298 | 345 | 60
180/8 * 90L |260 |290 |200 [250 |45 |25 | 90 |25 |14 | 350 |180 |145 | 180 |234 | 250 | 278 | 306 | 334 |390 |60
180/10 * 90L |260 |290 |200 [250 |45 |25 | 90 |25 |14 | 350 |180 | 145 | 180 |234 | 250 | 278 | 306 | 334 |390 |60
200/8 * | 112M |340 | 360 |270 [320 |45 |25 |100 |25 | 14 | 360 |200 | 160 | 200 |226 | 252 | 280 | 308 | 336 | 400 | 60
200/10 * | 112 M | 340 | 360 | 270 |320 |45 |25 |112 |25 | 14 | 372 | 200 | 160 | 200 | 226 | 252 | 280 | 308 | 336 | 400 | 60
224(7 112 M | 340 | 360 [270 | 320 |45 |25 |112 |25 | 14 | 372m | 224 | 180 | 224 | 267 | 276 | 314 | 352 | 390 |430 |60
224/11 v | 132 M | 420 | 400 | 310 |360 |45 |25 |132 |25 | 14 | 460 |224 | 183 | 224 | 336 | 350 | 396 |442 | 488 | 500 | 60
224/15 v | 160 M | 520 | 500 | 388 | 460 |56 | 36 | 160 |25 | 14 | 500 |226 | 183 | 221 365 | 350 | 396 |442 | 488 | 500 | 60
250/5 * | 112M | 340 |360 | 270 | 320 |45 |25 |112 |25 | 14 | 412m | 250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80
250/6 R* | 112 M | 340 | 360 | 270 | 320 |45 | 25 | 100 |25 | 14 | 400m | 250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80
250/6 * | 132M |420 | 400 |310 [360 |45 |25 |132 |25 | 14 | 460 |250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80
250/8 * | 132 M |420 | 400 | 310 [360 |45 |25 |132 |25 | 14 | 460 |250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80
250/12 v | 160L |600 | 500 | 400 |460 |50 | 30 |160 |25 | 14 | 560 |250 | 205 | 250 390 | 375 | 425 | 475 | 525 | 535 |80
280/5 132 M | 420 | 410 [310 |370 |50 |30 |132 |25 | 14 | 560 |280 | 224 | 280 |337 |314 | 372 | 430 | 488 |500 |80
280/6 w | 160M |520 | 520 | 400 |470 |60 |35 |160 |50 | 18 | 580 |280 | 229 | 280 338 | 314 | 372 | 430 | 488 | 500 |80
280/7 R 132 M | 420 | 410 [310 |370 |50 |30 |132 |25 | 14 | 560 |280 | 224 | 280 |337 |314 | 372 | 430 | 488 |500 |80
280/8 w | 160L |520 | 500 |380 |450 |60 |35 |160 |50 | 18 | 580 |280 | 229 | 280 338 | 314 | 372 | 430 | 488 | 500 |80

*  Max. downward turn to position R/L 165.
m |n position R/L 270 housing is sagging since h < p.

v Housings are not rotatable

Housing positions (View onto motor side)

A

R 360

£

R

R 90

Other positions on request

R

270

L 360

‘%J

L 90 L 270
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LTG Medium-pressure Conveying Fans

Series VSR-M.

AIR TECH
I-@ SYSTEMS

Dimensions type MM from size 315

Tolerances according to DIN ISO 2768-cL

Figure:
Housing position R 360

Up to size 355 housings are continuously rotat-
able. Housings of larger sizes are not rotatable.

Round suction socket with drilled flange, square

[ discharge socket with drilled angular frame.
i k For connection dimensions refer to page 15.
1| A i=a
Il Li ;Ei
- |
ds
= .
w | ‘\ cs 1 ! | w, i i
¢ f b
_aéj
Size Max. Dimensions of support No_minal Dimensions of housing
VSR-MM motor widths
Size 'p |a |cp|c |wiw|hy|i |@s| h |@d]| f g k [m|n o |p |qg|]

315/5R 132 M | 420 | 410 [310 |370 |50 |30 132 |25 | 14 | 560 |315 | 250 | 315 |374 | 350 | 414 | 478 | 542 | 380 |80
315/8Rv | 180M | 600 | 500 | 400 | 460 |50 | 30 | 180 |25 | 14 | 580 |315 | 256 | 322 | 377 | 350 | 414 | 478 | 542 | 380 |80
315/8 132 M | 420 | 410 [310 |370 |50 |30 |112 |25 | 14 | 540m | 315 | 250 | 315 | 374 | 350 | 414 | 478 | 542 | 380 | 80
315/10 132 M | 420 | 410 [310 |370 |50 [ 30 132 |25 | 14 | 560m | 315 | 250 | 315 | 402 | 390 | 450 | 510 | 570 | 430 |80
355/8 132 M | 420 | 410 [310 |370 |50 [ 30 |132 |25 | 14 | 560m | 355 | 280 | 355 | 424 | 389 | 463 | 537 | 611 | 430 |80
355/10 180L |600 |500 | 400 [460 |50 | 30 | 160 |25 |14 | 700 |355 | 280 | 355 | 443 | 420 | 490 | 560 | 630 | 460 |80
400/6 w | 180L |600 |500 | 400 |460 |50 | 30 |132 |25 | 14 | 672m | 400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 | 480 | 80
400/7 w | 180L | 600 |500 | 400 |460 |50 |30 |160 |25 | 14 | 700 |400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 |480 |80
400/8 w | 180L | 600 |500 | 400 |460 |50 |30 |160 |25 | 14 | 700 |400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 | 480 |80
400/10 v | 180L | 600 | 500 | 400 | 460 |50 | 30 | 180 |25 | 14 | 720w | 400 | 315 | 400 | 512 | 475 | 557 | 639 | 721 | 520 |80
450/7 w | 180L | 600 |500 | 400 |460 |50 | 30 | 180 |25 | 14 | 720m | 450 | 355 | 450 | 540 | 487 | 583 | 679 | 775 | 520 | 80
450/8 w | 180L | 600 |500 | 400 |460 |50 | 30 | 180 |25 | 14 | 720m | 450 | 355 | 450 | 540 | 487 | 583 | 679 | 775 | 520 | 80
450/10 v | 225M | 700 | 620 | 500 |570 |60 | 35 | 200 |50 | 18 | 800w | 450 | 355 | 450 | 577 | 515 | 615 | 715 | 815 | 550 | 80
500/7 w | 225M | 700 | 620 | 500 |570 |60 | 35 | 200 |50 | 18 | 800w | 500 | 400 | 500 | 596 | 541 |674 | 753 | 859 | 580 |80
500/8 w | 225M | 700 | 620 | 500 |570 |60 | 35 | 200 |50 | 18 | 800w | 500 | 400 | 500 | 596 | 541 |674 | 753 | 859 | 580 |80
500/9 w | 250M | 750 | 670 | 550 |620 |60 | 35 | 225 |50 | 18 | 850w | 500 | 400 | 500 | 617 | 570 |674 | 778 | 882 | 605 | 80
500/10 v | 250 M | 750 | 670 | 550 | 620 |60 | 35 | 225 |50 | 18 | 850w | 500 | 400 | 500 | 617 | 570 |674 | 778 | 882 | 605 | 80

m |n position R/L 270 housing is sagging since h < p.

v Housings are not rotatable

Housing positions (View onto motor side)

Ll

£

~,

\*

R 360

Other positions on request

Y o

R 90

R 270

Ve

i

L 360

L 90 L 270
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AIR TECH
I-@ SYSTEMS

LTG Medium-pressure Conveying Fans

Series VSR-M.
Dimensions type MKM up to Size 280 Tolerances according to DIN 1SO 2768-cL
Figure:
Housing position R 360
n
P ?g Housings are continuously rotatable.
"—“ Round suction and discharge sockets with
drilled flange.
For connection dimensions refer to page 15.
o k ]
= ] Belt guard
L L
Pl il ,,1( T — — =
‘ 10
z o | I
=
@14
w ‘ ‘ Cq i i
\ il
l c 1 f b
a
Size Max. Dimensions of support Heights of axle | Nominal widths Dimensions of housing
VSR- motor
MKM size b a cy c w z i h hy | hy | @d f [%)s] k m n o] p q |

200/8 * | 112M | 420 | 840 | 750 | 800 |45 | 165 |50 | 400 | 400 | 400 | 200 | 160 | 200 | 226 | 252 | 280 | 308 | 336 | 400 | 60

112 M | 420 | 840 | 750 | 800 |45 | 165 | 50 | 400m | 400 | 400 | 250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80
250/8 *
160 M | 520 | 1000 | 900 | 960 |50 | 230 | 50 | 400= | 400 | 400 | 250 | 200 | 250 | 300 | 286 | 336 | 386 | 436 | 450 | 80

112M | 420 | 840 | 750 | 800 |45 | 165 |50 | 560 |560 | 560 | 280 | 224 | 280 | 337 | 314 | 372 | 430 | 488 | 500 | 80
280/8 * | 132 M | 520 | 1000 | 900 | 960 |50 | 230 |50 | 550 | 550 | 550 | 280 | 224 | 280 | 337 | 314 | 372 | 430 | 488 | 500 | 80
* 1160 M | 650 | 1100 | 1000 | 1060 | 50 | 230 | 75 | 560 | 560 | 560 | 280 | 224 | 280 | 337 | 314 | 372 | 430 | 488 | 500 | 80

*  Max. downward turn to position R/L 165.
m |n position R/L 270 housing is sagging since h < p.

Housing positions (View onto motor side)

N
L
R 360 R 90 R 270 L 360 L 90 L 270
Other positions on request
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LTG Medium-pressure Conveying Fans
Series VSR-M.

|G

AIR TECH
SYSTEMS

Dimensions type MKM from size 315

Tolerances according to DIN ISO 2768-cL
Figure: Housing position R 360

P n . . .
For connection dimensions refer to page 15.
’ég—ﬁ
=
o] g [
% L L Belt guard
 —
Fian) % —
: . 8 o
= P Support foot
| for size 400/8 \[ S
to size 500/8 : L
w | ! C1 1 Housing foot 1 A};
\h c ab Gr. 560/8 f b
Up to size 500/8: 80
a from size. 560/8: 100
Size Max. Dimensions of support Height of axle Nominal widths Dimensions of housing
VSR- motor
MKM size b a Cc1 Cc w z i Ds h h1 ha @d f g k m n o p q
112M | 420 | 840 | 750 800 | 45 | 165 | 50 | 14 | 560 | 560 | 560 | 315 | 250 | 315 | 374 | 350 | 414 | 478 | 542 | 380
560
315/8 * | 132 M | 520 | 1000 | 900 | 960 | 50 | 230 | 50 | 14 | 560 | 560 315 | 250 | 315 | 374 | 350 | 414 | 478 | 542 | 380
*| 180M | 650 |1100 | 1000 (1060 | 50 | 230 | 75 | 14 | 560 | 560 | 560 | 315 | 250 | 315 | 374 | 350 | 414 | 478 | 542 | 380
112M | 420 | 840 | 750 [ 800 | 45 | 165 | 50 | 14 | 560m | 560 | 560 | 355 | 280 | 355 | 424 | 389 | 463 | 537 | 611 | 430
355/8 * | 132 M | 520 | 1000 | 900 | 960 | 50 | 230 | 50 | 14 | 560m | 560 | 560 | 355 | 280 | 355 | 424 | 389 | 463 | 537 | 611 | 430
*| 180M | 650 |1100 | 1000 (1060 | 50 | 230 | 75 | 14 | 560m | 560 | 560 | 355 | 280 | 355 | 424 | 389 | 463 | 537 | 611 | 430
132M | 520 | 1000 | 900 | 960 | 50 | 230 | 50 | 14 | 710 | 710 | 710 | 400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 | 480
400/8 180M | 650 |1100 | 1000 | 1060 | 50 | 230 | 75 | 14 | 710 | 710 | 710 | 400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 | 480
225S | 800 |1240 |1120 | 1190 | 60 | 235 | 100 | 18 | 710 | 710 | 710 | 400 | 315 | 400 | 475 | 434 | 518 | 602 | 686 | 480
. 180L | 650 |1100 | 1000 | 1060 | 50 | 230 | 75 | 14 | 900 | 710 | 710 | 450 | 355 | 450 | 540 | 487 | 583 | 679 | 775 | 520
450/8
225S | 800 |1240 |1120 | 1190 | 60 | 235 | 100 | 18 | 900 | 710 | 710 | 450 | 355 | 450 | 540 | 487 | 583 | 679 | 775 | 520
. 180L | 650 |1100 | 1000 | 1060 | 50 | 230 | 75 | 14 | 900 | 710 | 710 | 500 | 400 | 500 | 596 | 541 | 647 | 753 | 859 | 580
500/8
225M | 800 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 900 | 710 | 710 | 500 | 400 | 500 | 596 | 541 | 647 | 753 | 859 | 580
180L | 650 |1100 | 1000 | 1060 | 50 | 230 | 75 | 14 | 1120 | 900 | 900 | 560 | 450 | 560 | 663 | 605 | 723 | 841 | 959 | 640
560/8 225M | 800 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 1120 | 900 | 900 | 560 | 450 | 560 | 663 | 605 | 723 | 841 | 959 | 640
250 M | 1050 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 1120 | 900 | 900 | 560 | 450 | 560 | 663 | 605 | 723 | 841 | 959 | 640
180L | 650 |1100 | 1000 | 1060 | 50 | 230 | 75 | 14 | 1120 |1120 | 900 | 630 | 500 | 630 | 751 | 679 | 813 | 947 | 1081 | 720
630/8 225M | 800 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 1120 |1120 | 900 | 630 | 500 | 630 | 751 | 679 | 813 | 947 | 1081 | 720
280S | 1050 | 1240 |1120 | 1190 | 60 | 235 | 100 | 18 | 1120 | 1120 | 900 | 630 | 500 | 630 | 751 | 679 | 813 | 947 |1081 | 720
710/8 280 M | 1050 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 1400 |1120 | 1120 | 710 | 560 | 710 | 847 | 770 | 920 | 1070 | 1220 | 830
800/8 280 M | 1050 | 1240 | 1120 | 1190 | 60 | 235 | 100 | 18 | 1400 | 1400 | 1120 | 800 | 630 | 800 | 944 | 850 | 1020 | 1190 | 1360 | 920
900/8 on request
1000/8 | 315S ‘1150 ‘1630 ‘1500 ‘1570 ‘ 65 ‘ 315 ‘ 100 ‘ 22 ‘ 1600 ‘ ‘ ‘1000 ‘ 800 ‘1000 ‘1151 ‘1050 ‘1250 ‘1450 ‘1664 ‘1130

*  Max. downward turn to position R/L 165.

m |n position R/L 270 housing is sagging since h < p.

Up to size 355 housings are continuously rotatable. Housings of larger sizes are not rotatable.
Round suction socket with drilled flange, square discharge socket with drilled angular frame.

Housing positions (ref previous page)
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LTG Medium-pressure Conveying Fans

NG

AIR TECH
SYSTEMS

Series VSRM.
Dimensions - @d
|
of flanges » ' -
] — @ Di '
LK
@ Da
Version A Version B
NW @& @ Di @ Da g LK ad Bolts b S Version
125 131 171 155 7 4 x M6
140 146 196 176 4
160 164 214 194
7 6 x M6
180 183 233 213
200 205 255 235
224 229 279 259 o5 6 % M8 A
. meets
250 256 306 286 - DIN 24 154 page 2
280 288 348 322 5 requirements
315 322 382 356 9.5 8 x M8
355 361 421 395
400 404 464 438 9.5 12 x M8
450 453 513 487
115 12 x M10
500 507 567 541
560 569 639 605 B
630 638 708 674 115 16 x M10 35 4 meets
710 715 785 751 DIN 24 155 page 2
800 801 871 837 11.5 24 X M10 requirements
. . e e
Dimensions of - I“‘ag L
angular frames L_
R
o - o —
up to size 500 ‘ | I d l R
meets DIN 24159 page 3 requirements & o) | : g
. I| |
from size 560 i
. J rs 1
meets DIN 24159 page 4 requirements — I—
o - * e L r-F' ———————— — -’ ‘
S - 3 Wl f——— g el
ap
Frame Hole spacing Hole spacing Profile
Fan type NW ap an e as by by f bs @d w cXS
125 125 x 100 131 | 161 20.5 105 | 135 7.5
140 140 x 112 146 | 176 28 1x 90 117 | 147 | 135
160 160 x 125 164 | 194 37 131 | 161 | 20.5 1x 90
180 180 x 140 183 | 213 46.5 146 | 176 28 7 15 25x3
200 200 x 160 205 | 235 12.5 164 | 194 37
224 224 x 180 229 | 259 245 2x90 183 | 213 | 46.5
250 250 x 200 256 | 286 38 205 | 235 | 125 2x90
280 280 x 224 288 | 322 44 2x 100 229 | 263 | 145
315 315 x 250 322 | 356 11 256 | 290 28 2x 100 95
355 355 x 280 361 | 395 30.5 3x 100 288 | 322 44 ' 17 30x4
400 400 x 315 404 | 438 52 322 | 356 11
450 450 x 355 453 | 487 26.5 361 | 395 | 30.5 3x 100
3x 100 115
500 500 x 400 507 | 541 53.5 404 | 438 52
560 560 x 450 569 | 629 445 453 | 513 | 66.5
3x 160 2x 160
630 630 x 500 638 | 698 79 507 | 567 | 935 14 30 50x5
710 710 x 560 715 | 775 37.5 4 x 160 569 | 629 | 445 3x 160
800 800 x 630 801 | 871 | 100.5 3x 200 638 | 708 19 3x 200 14 35 60 x 6
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AIR TECH
SYSTEMS

Comfort Air Technology
Air Conditioning Systems
® Decentralized Facade Ventilation Units
® Fan Coil Units
® Induction Units,
Active Chilled Beams
Air Diffusers
® Linear Air Diffusers
® Wall and Floor Mounted Air Diffusers
® Swirl Diffusers

® |ndustrial and Special Air Diffusers

Air Distribution
® Flow Rate and Pressure Controllers
® Shut-off and Balancing Dampers

® Silencers

LTG Aktiengesellschaft
Grenzstral3e 7

70435 Stuttgart

Germany

Tel.: +49 (711) 8201-0

Fax: +49 (711) 8201-696
E-Mail: info@LTG.net
www.LTG.net

VSR-M.-eng-TP (09/16) 450-61

Process Air Technology
Fans

® Tangential Fans

® Axial Fans

® Centrifugal Fans

® Fahrtwind-Simulators

Filtration Technology
® Suction Nozzles

® Dampers

® Filters, Dust Collectors

® Separators, Compactors

Humidification Technology
® Air Humidifiers

® Product Humidifiers

LTG Incorporated

105 Corporate Drive, Suite E

Spartanburg, SC 29303
USA

Tel.: +1 (864) 599-6340
Fax: +1 (864) 599-6344

E-Mail: info@LTG-INC.net

www.LTG-INC.net

Engineering Services
Fluid Engineering

® Flow analysis

® Flow visualization

® CFD-simulations

® Flow optimization

® Air conditioning concepts

Thermodynamics
® Calorimetric performance measurement

® Thermal, dynamic, unsteady,
system simulations

Acoustics

® Sound level measuring

® Vibration analysis

® Echo chamber measurement

® Acoustic optimization

Comfort
® Evaluation

® Optimization

Customer-specific Solutions
® Product development
® Process optimization

® |nstallation analysis




