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Notes
Dimensions stated in this brochure are in mm.

Dimensions stated in this brochure are subject to Gen-
eral Tolerances according to DIN ISO 2768-vL. Possible 
additional details are stated in the drawings.

Straightness and twist tolerances
according to DIN EN 12020-2.

The actual specifications are available as a word doc-
ument at your local distributor or at www.LTG-AG.com.

LTG Comfort Air Technology

AIr Diffusers

AIr-Water Systems

Air Distribution

LTG planning tools – we support you! 
 
Visit our website www.LTG-AG.com and find helpful 
tools, such as dimensioning programs, streaming videos 
and all product information!
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Unit view SDE-..

Application
Reduction of flow noise in ventilation and air conditioning 
systems. 

Dimensions, insertion loss, weight

 

D L

Ø
d

1

d1 D L Oktave band  [Hz] Weight

125 250 500 1000 2000 4000 8000

[mm] Insertion loss  [dB] [kg]

80 180

1000

14 21 30 47 50 50 45 1.1

100 200 10 16 25 42 50 43 38 1.3

125 224 7 13 22 39 42 25 22 1.7

160 250 5 10 21 39 30 20 17 1.9

200 300 5 8 16 32 22 15 13 2.4

250 355 4 8 16 32 15 11 10 3.0

315 400 4 6 12 25 11 10 8 3.4

400 500 4 6 10 20 9 8 7 4.3

   

Specification
Cross talk silencer, round, with high flexibility, made of 
2-layer aluminum.

Suitable for:

	- LTG flow rate controllers VRE, VREactive, VRD, 	
VRDactive, VRW

	- LTG pressure controllers DRE

	- LTG shut-off dampers ARD and ARE

Consisting of:

	- Outer casing of corrugated aluminium

	- Inner casing of corrugated perforated aluminium

	- Absorption material 50 mm between outer jacket and 
inner pipe, made of synthetic resin-bonded glass fiber 
mat with RAL quality mark RAL-GZ 388, non-combus-
tible according to DIN EN 13501 A1, biodegradable in 
accordance with TRGS 905 and EU Directive 97/69/EC.

	- Aluminium end caps with plug-in ends for round air 
ducts in accordance with DIN EN 1506 and DIN EN 
13180

The materials used are toxicologically safe, meet the hy-
giene requirements of VDI 6022, and are free of silicone, 
halogens, biocides, formaldehyde, and solvents.

Flow  velocity			  max. 20 m/s

Operating pressure 	 max. 1000 Pa

Operating temperature 	 max. 100 °C

Leakage class 		  D according to DIN EN 15727

Bend radius 			   1,5 x outer diameter D, 
	  					     referring to the neutral fibre

Cross talk flexible duct silencer type SDE-AO, round
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Application
Reduction of flow noise in ventilation and air conditioning 
systems.

Specification
Circular silencer, round, rigid, made of galvanized steel.
Suitable for 
	- LTG flow rate controllers VRE, VREactive, VRD,  

VRDactive, VRW
	- LTG pressure controllers DRE
	- LTG shut-off dampers ARD, ARE

Consisting of
	- Outer casing made of spiral-wound pipe in accordance 

with DIN EN 12237
	- Perforated inner casing made of galvanized steel

Absorption material laminated with drip protection, 
50 mm, between outer and inner casing, made of miner-
al wool with RAL quality mark RAL-GZ 388, non-combus-
tible according to DIN 4102 A2, biodegradable in accord-
ance with TRGS 905 and EU Directive 97/69/EC.

DN D L Oktave band  [Hz] Weight 
ca.63 125 250 500 1000 2000 4000 8000

[mm] Insertion loss  [dB] [kg]

80 180

300 4 6 5 10 27 47 43 15 2
600 4 9 13 20 38 50 45 24 3
900 4 11 22 42 49 50 48 33 5

1200 4 13 31 50 50 50 50 42 7

100 200

300 3 8 7 10 25 37 36 12 2
600 4 9 11 19 33 45 40 19 4
900 4 10 15 28 40 50 44 27 7

1200 4 10 20 37 48 50 48 34 8

125 225

300 3 4 7 11 15 14 14 11 3
600 4 6 10 19 28 33 25 18 4
900 4 9 14 27 42 50 35 24 7

1200 4 11 17 36 46 50 46 31 9

160 260

300 1 2 5 9 17 14 16 8 3
600 2 4 8 16 26 26 23 10 6
900 3 5 11 23 35 39 30 12 9

1200 4 6 15 30 44 50 38 14 11

200 300

300 0 2 5 12 11 10 10 9 4
600 0 3 7 16 22 20 13 10 7
900 1 5 10 19 32 31 16 11 10

1200 2 6 12 22 42 41 20 13 12

250 350

300 1 1 3 8 10 9 4 4 5
600 1 2 6 13 19 15 8 6 9
900 2 3 9 17 26 21 13 8 12

1200 2 4 12 21 34 27 17 10 15

315 415
600 0 1 4 10 12 7 4 4 10
900 1 2 6 15 21 15 8 7 15

1200 1 3 7 21 27 22 13 10 24

400 500
600 1 1 4 10 11 5 1 2 8
900 1 2 5 13 15 8 3 2 24

1200 1 2 7 16 20 11 4 3 34

	- Plug-in ends for round air ducts in accordance with 
DIN EN 1506 and DIN EN 13180, with double lip seal 
made of aging-resistant EPDM material with a maxi-
mum temperature resistance of +100 °C and a mini-
mum elasticity resistance down to -40 °C.

Flow velocity				    max. 20 m/s
Operation pressure		  -750…2000 Pa
Operating temperature	 max. 100 °C
Leakage class 			   C according to DIN EN 15727.

Dimensions, insertion loss, weight
DN 80…250 in length of 300, 600, 900, 1200 mm, 
DN 315 and 400 in length of 600, 900 und 1200 mm.

 

LD

D
N

Circular silencer type SDE-SO, round, made of galvanized steel
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Nomenclature, ordering code

SDE - AO    100 / 50 / 1000 / L

(1) (2) (3) (4) (5) (6) (7)

(1)   Series SDE = Silencer round

(2) Version A = Aluminium

S = galvanized steel

F = stainless steel V2A (1.4301, on request)

(3) Splitter O = without splitter

M = with splitter  (on request)

(4)  Nominal size 80 = 80 mm

100 = 100 mm

125 = 125 mm

160 = 160 mm

200 = 200 mm

250 = 250 mm

315 = 315 mm

400 = 400 mm

500 = 500 mm	 (for version A on request)

630 = 630 mm	 (for version A on request)

(5) Package  
thickness

25 = 25 mm	 (for version S and E2 on request)

50 = 50 mm	 (not with splitter M)

100 = 100 mm	 (for version A on request)

(6) Active length 300 = 300 mm	 (not for version A, not for all nominal sizes)

500 = 500 mm	 (not for S and E2 versions, not for all nominal sizes)

600 = 600 mm	 (not for version A, not for all nominal sizes)

750 = 750 mm	 (not for S and E2 versions, not for all nominal sizes)

900 = 900 mm	 (standard) (not for version A, not for all nominal sizes)

1000 = 1000 mm	 (standard) (not for S and E2 versions, not for all nominal sizes)

1200 = 1200 mm	 (not for version A, not for all nominal sizes)

1500 = 1500 mm	 (not for S and E2 versions, not for all nominal sizes)

2000 = 2000 mm	 (not for S and E2 versions, not for all nominal sizes)

(7) Connection – = plug-in end without lip seal (not for S and E2 versions)

L = plug-in end with lip seal

M = Sleeve		 (not for version A)

F = Flanges	 (not for version A)

Silencer type SDE-.., round, made of metal
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Circular silencer type SDE-PO, round, made of PPs

Unit view

Application
Effective reduction of transmission noise.

Specification
Circular silencer, round, rigid, made of PPs (Polypropyl-
en, flame retardant). 

Suitable to 

	- LTG flow rate controllers VRE

Consisting of

	- Outer casing

	- Sound-transparent perforated inner tube

	- Absorption material laminated with anti-drip protec-
tion (PE film or Fibertex fleece), non-combustible ac-
cording to DIN 4102, 50 mm or 100 mm between outer 
casing and inner pipe

	- Pipe ends with socket or flange connection, suitable 
for connection to air ducts according to DIN 8077.

Note: Pipe silencers with Fibertex fleece are not suitable 
for humid exhaust air!

   

Dimensions
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Sound 
insulation 
material 
accord. to 
DIN 4102

Cut B-B Cut C-C

with sleeves with flanges

B

See table on the following pages
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Insertion loss (version with PE-foil)

SDE-PO.../50/.../.../PE   (with PE-foil) SDE-PO.../100/.../.../PE   (with PE-foil)

D
 [m

m
]

O
ut

er
 Ø

 [m
m

]

Le
ng

th
 m

m
] Insertion loss [dB]  

at frequency [Hz]
Insertion loss [dB]  
at frequency [Hz]

63 125 250 500 1000 2000 4000 8000 63 125 250 500 1000 2000 4000 8000

11
0

20
0

500 0.9 0.5 1.6 3.4 4.5 4.4 2.0 0.0 1.2 1.0 2.6 4.1 6.5 4.6 3.4 0.0

750 1.2 0.5 2.2 4.7 6.6 6.2 3.4 0.0 1.6 1.0 3.5 5.6 9.5 6.4 5.8 0.0

1000 2.3 0.5 2.9 6.8 8.4 8.3 3.9 0.9 3.1 1.0 4.6 8.2 12.0 8.6 6.6 1.0

1250 3.7 0.9 3.7 7.7 9.7 10.6 5.2 1.3 4.9 1.7 5.8 9.2 13.8 11.0 8.8 1.5

1500 3.8 1.0 4.0 9.7 12.4 14.6 6.4 1.2 5.1 2.0 6.3 11.6 17.8 15.2 10.8 1.4

1750 5.2 2.0 4.9 11.2 15.9 16.7 6.5 1.7 6.9 3.9 7.7 13.4 22.8 17.4 11.0 2.0

2000 5.3 2.0 5.4 12.6 16.7 18.4 7.9 1.8 7.0 4.0 8.5 15.1 23.9 19.1 13.4 2.1

12
5

22
5

500 0.9 0.6 2.4 3.5 4.5 6.2 2.1 0.0 1.2 1.2 3.5 4.5 6.5 6.4 3.2 0.0

750 1.6 0.6 3.7 5.7 4.6 5.7 2.5 0.0 2.1 1.2 5.3 7.3 6.6 5.9 3.7 0.0

1000 2.0 0.6 4.4 7.0 8.8 11.3 3.9 1.1 2.6 1.2 6.3 9.0 12.7 11.8 5.8 1.2

1250 2.9 1.0 6.9 10.2 12.9 18.3 11.5 1.2 3.9 2.0 10.0 13.2 18.7 19.0 17.3 1.3

1500 3.4 1.2 7.8 10.9 15.9 23.2 13.3 1.3 4.5 2.4 11.3 14.1 23.0 24.1 19.9 1.4

1750 3.8 1.2 8.4 11.9 15.9 21.3 7.5 1.8 5.0 2.4 12.1 15.4 23.0 22.1 11.2 2.0

2000 4.4 1.3 9.1 13.8 17.7 23.2 8.1 2.4 5.8 2.5 13.1 17.8 25.6 24.1 12.1 2.6

16
0

25
0

500 0.8 0.5 1.7 3.1 4.3 3.9 2.1 2.0 1.2 1.1 2.5 4 6.2 4.1 3.1 2.2

750 1.3 0.5 2.7 4.7 6.8 6.1 3.4 3.8 2.0 1.1 4.0 6.2 9.9 6.3 5.0 4.1

1000 1.6 0.5 3.3 6.1 8.1 8.0 3.9 4.0 2.4 1.1 4.9 8 11.8 8.3 5.6 4.4

1250 2.9 0.8 3.3 6.1 8.3 7.7 6.7 6.6 4.3 1.8 4.9 8 12.0 8.0 9.7 7.2

1500 3.0 0.9 3.4 6.5 8.7 8.3 7.2 8.1 4.5 2.0 5.1 8.5 12.6 8.6 10.5 8.8

1750 3.3 0.9 3.5 7.0 15.2 15.9 8.1 8.3 5.0 2.1 5.2 9.2 22.0 16.5 11.8 9.0

2000 3.3 1.1 3.5 12.6 16.6 16.3 8.6 8.3 5.0 2.5 5.3 16.5 24.1 17.0 12.5 9.1

20
0

30
0

500 0.5 0.4 1.3 2.3 1.6 1.9 1.4 1.3 1.5 1.0 2.0 3.5 2.5 2.2 2.2 2.0

750 0.5 0.6 1.7 2.3 3.3 2.2 1.7 1.4 1.5 1.3 2.5 3.5 5.1 2.5 2.6 2.1

1000 0.5 0.7 2.9 4.7 6.9 3.9 3.1 2.8 1.5 1.6 4.3 7.1 10.8 4.4 4.8 4.2

1250 0.7 1.1 4.4 4.7 7.0 6.5 4.8 4.3 2.0 2.5 6.6 7.0 10.9 7.4 7.5 6.4

1500 0.7 1.3 4.7 5.0 7.1 7.5 5.5 5.2 2.1 3.0 7.0 7.5 11.0 8.5 8.6 7.8

1750 0.7 1.6 5.3 8.6 12.8 7.9 5.7 5.1 2.1 3.7 8.0 12.9 19.9 8.9 9.0 7.6

2000 1.0 1.6 5.7 9.8 14.2 8.4 5.7 5.7 2.9 3.8 8.5 14.7 22.1 9.5 9.0 8.5

25
0

35
0

500 0.8 0.5 0.5 0.8 0.0 1.1 0.7 0.0 1.5 1.5 1.0 1.3 0 1.5 1.5 0.0

750 0.7 0.5 0.8 2.0 3.4 1.1 0.7 0.6 1.4 1.5 1.6 3.1 5.2 1.5 1.5 1.5

1000 0.9 0.7 2.0 4.0 6.9 2.1 1.7 1.4 1.8 2.0 3.9 6.2 10.5 2.9 3.8 3.2

1250 1.0 0.7 3.1 5.9 6.5 2.2 1.8 2.5 2.0 2.0 6.1 9.2 10 3.0 4.0 5.8

1500 1.0 0.7 3.5 6.8 7.2 2.6 2.0 2.7 2.0 2.0 6.9 10.6 11 3.5 4.5 6.4

1750 1.8 1.2 4.1 7.6 13.6 3.8 3.3 2.7 3.5 3.5 8.1 11.8 20.8 5.1 7.5 6.3

2000 2.0 1.3 4.3 8.2 14.9 4.4 3.8 2.9 4.0 4.0 8.5 12.8 22.8 6.0 8.5 6.8

Circular silencer type SDE-PO, round, made of PPs
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SDE-PO.../50/.../.../PE   (with PE-foil) SDE-PO.../100/.../.../PE   (with PE-foil)

D
 [m

m
]

O
ut

er
 Ø

 [m
m

]

Le
ng

th
 m

m
] Insertion loss [dB]  

at frequency [Hz]
Insertion loss [dB]  
at frequency [Hz]

63 125 250 500 1000 2000 4000 8000 63 125 250 500 1000 2000 4000 8000

31
5

41
5

500 0.5 0.4 0.9 1.9 3.1 1.7 0.8 0.4 1.0 1.5 2.0 3.1 5.2 2.6 1.8 1.1 

750 0.6 0.4 1.1 1.9 4.6 3.0 0.9 0.6 1.1 1.7 2.6 3.1 7.6 4.5 2.1 1.4

1000 0.8 0.5 1.7 3.6 6.0 3.5 1.2 1.0 1.6 1.8 4.0 5.9 10.0 5.2 2.9 2.4

1250 1.2 0.6 2.5 4.6 8.0 4.7 1.7 1.3 2.3 2.4 5.8 7.5 13.4 7.1 4.0 3.2

1500 1.4 0.7 2.8 5.5 9.6 5.4 2.0 1.4 2.7 2.9 6.6 8.9 16.0 8.1 4.7 3.6

1750 1.7 0.9 3.4 6.7 12.1 6.5 2.5 1.9 3.3 3.4 7.9 10.9 20.2 9.7 5.9 4.7

2000 1.8 0.9 3.9 7.4 12.7 7.5 2.5 1.9 3.5 3.7 9.0 12.1 21.2 11.2 5.9 4.8

40
0

50
0

500 1.0 0.3 1.0 1.5 2.7 0.8 0.8 0.3 2.0 1.0 2.0 2.5 4.9 1.0 1.5 1.0

750 1.0 0.5 1.5 2.9 4.5 0.9 0.8 0.3 2.0 1.4 3.0 4.9 8.1 1.1 1.5 1.2

1000 0.8 0.5 1.8 3.2 5.4 1.0 1.0 0.3 4.0 1.5 3.5 5.4 9.8 1.3 2.0 1.3

1250 2.1 0.5 2.5 4.2 5.8 1.2 1.5 0.6 4.1 1.6 5.0 7.2 10.4 1.6 3.0 2.5

1500 2.5 0.6 2.8 4.3 8.5 1.3 1.8 0.6 5.0 1.9 5.5 7.4 15.3 1.7 3.5 2.5

1750 2.4 0.7 3.5 7.0 10.4 1.6 2.0 0.7 4.8 2.1 6.9 11.9 18.8 2.0 3.9 2.7

2000 4.3 1.0 3.7 7.0 10.9 1.6 2.0 0.7 8.5 3.1 7.4 12.0 19.7 2.0 4.0 2.9

Insertion loss (version with Fibertex fleece)

SDE-PO.../50/.../.../FV   (with Fibertex fleece) SDE-PO.../100/.../.../FV   (with Fibertex fleece)

D
 [m

m
]

O
ut

er
 Ø

 [m
m

]

Le
ng

th
 m

m
] Insertion loss [dB]  

at frequency [Hz]
Insertion loss [dB]  
at frequency [Hz]

63 125 250 500 1000 2000 4000 8000 63 125 250 500 1000 2000 4000 8000

11
0

20
0

500 3.2 2.0 5.3 10.4 8.5 9.2 5.8 8.3 4.2 3.9 8.3 12.5 12.1 9.6 9.8 9.7

750 3.8 2.6 6.7 12.6 10.6 12.4 7.6 9.5 5.1 5.1 10.6 15.1 15.2 12.9 12.8 11.1

1000 5.0 4.0 9.6 19.9 16.2 18.9 11.8 15.1 6.6 7.9 15.2 23.9 23.1 19.7 19.9 17.7

1250 6.3 5.3 10.8 20.8 17.4 21.3 13.1 17.2 8.4 10.5 17.1 24.9 24.9 22.1 22.1 20.1

1500 8.2 5.1 13.7 20.9 17.5 24.2 14.3 21.2 10.9 10.1 21.6 25.1 25.0 25.2 24.1 24.8

1750 8.2 6.1 15.1 27.6 23.7 32.6 9.4 15.2 10.9 12.1 23.8 33.1 33.9 33.9 15.9 17.8

2000 8.9 6.1 7.5 25.7 27.9 38.4 19.4 25.6 11.9 12.1 11.9 30.8 39.9 39.9 32.8 29.9

12
5

22
5

500 3.1 2.1 7.4 10.9 10.0 10.7 7.1 8.3 4.1 4.2 10.7 14.1 14.5 11.1 10.6 9.1

750 4.2 2.9 8.9 13.0 11.5 14.7 8.7 10.9 5.6 5.7 12.8 16.8 16.7 15.3 13.1 11.9

1000 4.6 4.0 11.7 19.1 16.4 22.0 12.7 15.5 6.1 7.9 16.9 24.7 23.8 22.9 19.1 16.9

1250 5.9 5.1 13.1 14.8 18.9 26.3 14.7 18.0 7.9 10.1 18.8 19.1 27.4 27.3 22.1 19.6

1500 8.0 5.5 15.2 25.4 20.5 25.1 16.9 22.8 10.6 10.9 21.9 32.8 29.7 26.1 25.4 24.8

1750 7.9 6.0 8.9 19.9 24.6 35.4 23.9 15.4 10.5 11.9 12.8 25.7 35.7 36.8 35.9 16.8

2000 8.6 6.0 19.4 22.4 27.7 38.6 21.2 24.7 11.4 11.9 27.9 28.9 40.1 40.1 31.8 26.9

Circular silencer type SDE-PO, round, made of PPs
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SDE-PO.../50/.../.../FV   (with Fibertex fleece) SDE-PO.../100/.../.../FV   (with Fibertex fleece)
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m
] Insertion loss [dB]  

at frequency [Hz]
Insertion loss [dB]  
at frequency [Hz]

63 125 250 500 1000 2000 4000 8000 63 125 250 500 1000 2000 4000 8000

16
0

25
0

500 2.7 1.8 6.4 10.1 9.5 10.3 6.8 8.2 4.1 4.1 9.6 13.2 13.8 10.7 9.9 8.9

750 3.7 2.2 7.8 12.1 11.0 13.7 8.9 10.8 5.5 4.9 11.7 15.9 15.9 14.2 12.9 11.8

1000 3.9 3.5 10.3 18.1 15.8 21.8 13.0 14.8 5.9 7.8 15.5 23.7 22.9 22.7 18.9 16.1

1250 5.2 4.4 11.9 14.0 18.2 25.7 15.0 17.3 7.8 9.9 17.9 18.3 26.4 26.7 21.8 18.9

1500 6.9 4.7 14.1 24.5 19.9 24.9 17.1 21.9 10.3 10.5 21.1 32.1 28.9 25.9 24.8 23.9

1750 6.7 5.3 7.9 19.0 24.1 33.8 24.2 14.2 10.1 11.9 11.9 24.9 34.9 35.1 35.1 15.5

2000 7.3 5.3 18.6 21.7 27.0 38.0 20.8 24.7 10.9 11.9 27.9 28.4 39.1 39.5 30.1 26.9

20
0

30
0

500 1.0 1.4 5.9 8.5 8.3 8.8 6.2 5.4 3.1 3.2 8.9 12.7 12.9 9.9 9.8 8.1

750 1.6 2.2 7.1 10.5 10.1 12.3 8.0 7.4 4.8 5.1 10.7 15.8 15.7 13.9 12.6 11.1

1000 1.7 3.0 9.9 15.2 14.0 16.6 11.5 10.6 5.1 6.9 14.9 22.8 21.9 18.8 18.1 15.9

1250 2.3 3.8 11.5 16.7 16.6 19.3 13.2 12.1 7.0 8.9 17.2 25.1 25.9 21.8 20.8 18.1

1500 3.0 3.9 13.4 21.3 18.5 22.7 15.2 15.9 9.1 9.1 20.1 31.9 28.9 25.7 23.9 23.8

1750 3.0 4.8 15.9 23.1 22.4 30.9 10.1 9.9 9.1 11.1 23.8 34.7 34.9 34.9 15.8 14.9

2000 3.3 4.8 18.5 18.6 24.9 34.6 19.0 17.4 9.9 11.2 27.8 27.9 38.8 39.1 29.9 26.1

25
0

35
0

500 1.6 1.2 4.0 7.1 7.3 6.4 3.7 3.4 3.2 3.6 7.9 11.1 11.1 8.7 8.3 7.9

750 2.5 1.5 4.9 9.3 9.5 9.0 5.2 4.3 4.9 4.5 9.8 14.5 14.5 12.2 11.8 10.1

1000 2.7 2.2 7.3 14.0 14.1 12.7 7.6 6.4 5.3 6.5 14.5 21.9 21.6 17.3 17.1 14.9

1250 3.6 3.0 8.4 16.0 16.3 14.8 8.8 7.5 7.2 8.9 16.7 24.9 24.9 20.1 19.9 17.5

1500 5.0 3.1 9.7 19.9 18.2 18.3 10.1 9.5 9.9 9.4 19.4 31.1 27.9 24.9 22.8 22.1

1750 5.0 3.6 11.3 21.7 22.2 24.9 6.4 6.4 9.9 10.9 22.5 33.9 34.0 33.8 14.5 14.9

2000 4.9 3.6 14.1 18.0 26.5 29.8 13.4 11.1 9.8 10.9 28.1 28.1 40.5 40.5 30.2 25.9

31
5

41
5

500 1.7 1.0 3.4 6.9 6.6 5.9 3.6 3.2 3.3 3.8 7.9 11.3 11.0 8.9 8.4 7.9

750 2.3 1.2 4.1 8.7 8.3 7.4 4.6 3.8 4.6 4.7 9.5 14.2 13.9 11.1 10.7 9.5

1000 2.6 1.6 6.3 13.3 12.6 11.1 7.0 5.6 5.1 6.2 14.6 21.6 21.1 16.6 16.2 14.1

1250 3.6 2.2 7.2 15.0 14.1 12.7 7.9 6.7 7.1 8.7 16.8 24.5 23.6 19.1 18.5 16.7

1500 4.8 2.3 8.3 18.0 16.5 16.1 9.7 8.8 9.5 9.1 19.4 29.3 27.5 24.1 22.6 21.9

1750 5.0 2.8 9.7 20.7 20.4 21.7 6.0 5.8 9.9 11.2 22.5 33.7 34.1 32.6 13.9 14.4

2000 4.8 2.8 11.7 24.8 24.0 20.1 12.7 10.2 9.5 11.1 27.3 40.5 40.1 30.1 29.5 25.4

500 1.1 0.6 2.9 5.3 4.9 4.7 3.0 1.6 2.2 1.9 5.8 9.1 8.9 6.1 5.9 6.3

40
0

50
0

750 1.8 1.3 4.1 8.1 7.1 8.4 5.4 2.3 3.6 4.0 8.2 13.9 12.7 10.9 10.7 9.2

1000 2.0 1.7 7.1 12.3 11.6 12.2 7.7 3.3 4.0 5.1 14.1 21.1 20.9 15.7 15.3 13.0

1250 2.8 2.6 7.5 13.4 11.9 15.7 7.4 3.8 5.5 7.8 14.9 22.9 21.5 20.2 14.7 15.0

1500 4.3 2.8 8.5 13.5 12.2 15.4 11.0 3.8 8.5 8.5 17.0 23.1 22.0 19.9 22.0 15.1

1750 4.2 3.2 9.5 16.8 16.6 23.9 5.8 4.6 8.3 9.5 19.0 28.8 29.9 30.8 11.5 18.2

2000 4.3 3.2 12.4 21.1 19.4 21.0 14.1 6.8 8.5 9.5 24.8 36.0 35.0 27.1 28.1 27.2

2000 4.3 1.0 3.7 7.0 10.9 1.6 2.0 0.7 8.5 3.1 7.4 12.0 19.7 2.0 4.0 2.9

Circular silencer type SDE-PO, round, made of PPs
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Technical Brochure • Accessories for LTG Air Distribution

Nomenclature, ordering code

SDE - PO    100 / 100 / 1000 / F / FV

(1) (2) (3) (4) (5) (6) (7) (8)

(1)   Series SDE = Silencer round

(2) Version P = Plastic PPs

(3) Splitter O = Without splitter

(4)  Nominal size 110 = 110mm

125 = 125mm

160 = 160mm

200 = 200mm

250 = 250mm

315 = 315mm

400 = 400mm

(5) Package  
thickness

50 = 50 mm

100 = 100 mm

(6) Active length 500 = 500 mm

750 = 750 mm

1000 = 1000 mm

1250 = 1250 mm

1500 = 1500 mm

1750 = 1750 mm

2000 = 2000 mm

(7) Connection M = Sleeves

F = Flanges

(8) Drip protection FV = Fibertex fleece

PE = PE-foil

Circular silencer type SDE-PO, round, made of PPs
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Technical Brochure • Accessories for LTG Air Distribution

Unit view

Application
Reduction of flow noise in ventilation and air conditioning 
systems.

Specification
Splitter silencer, rectangular, with center splitters (with-
out edge splitters). 

Suitable for

	- LTG flow rate controllers VRFactive, VRX 

	- LTG pressure controllers DRF

	- LTG shut-off dampers ARF

Consisting of

	- Frame and jacket of strip galvanized sheet steel, 
streamlined for lower pressure loss

	- Splitters based on absorber principle. RAL quality la-
bel mineral wool absorption material, biosoluble ac-
cording to TRGS 905 and Directive 97/69/EC.

	- Non-combustible according to DIN EN 13501, Class 
A2-s1d0, with glass silk covering.

All technical data based on DIN EN ISO 7235.

Meets any sanitation requirements of: VDI 6032 and 
3808, DIN 1946 T4, DIN EN 13779, Önorm H6020 and 
6021, SWKI VA 104-01 and 99-3.

Tightness class C according to DIN EN 1751.

Construction consisting of casing (overall length) with in-
tegrated splitters (active length).

Flange dimensions		  up to height 250 mm = SBM 30 
							       from height 300 mm = SBM 40

Operating pressure		  +1000 Pa / -630 Pa

Flow velocity				    max. 20 m/s

Operating temperature	 max. +100 °C

Medium					     normal air

Sound absorption
Valid for all sizes and active length L = 1000 mm

Oktave 
band 
[Hz]

Absorption 
[dB]

Oktave 
band 
[Hz]

Absorption 
[dB]

63 2 1000 33
125 4 2000 32
250 8 4000 18
500 17 8000 14

Dimensions

Width 
[mm]

Height 
[mm]

Length 
[mm]

Active length 
[mm]

Weight 
[kg]

200

100 1300 1000

20
300 26
400 30
500 35
600 39
200

150 1300 1000

a.A.
300 26
400 30
500 35
600 39
200

200 1300 1000

20
300 26
400 30
500 35
600 39
800 49
300

250 1300 1000

38
400 32
500 38
600 43
800 53
300

300 1500 1000

34
400 38
600 50
800 62

1000 79
400

400 1500 1000

44
500 51
600 57
800 69

1000 88
1200 101
500

500 1500 1000
o. r.

600 o. r.
600 600 1500 1000 o. r.

o. r. = on request

Splitter silencer type SDF-SM, rectangular, made of steel
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Technical Brochure • Accessories for LTG Air Distribution
Splitter silencer type SDF-SM, rectangular, made of steel

Pressure loss without edge splitter
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Nomenclature, ordering code

SDF - SM    200x100 / 1300 

(1) (2) (3) (4) (5)

(1)   Series SDM = Silencer rectangular
(2) Version S = galvanized steel
(3) Splitter M = with splitter 
(3)  Nominal width 200 = 200 mm

300 = 300 mm
400 = 400 mm
500 = 500 mm
600 = 600 mm
800 = 800 mm
1000 = 1000 mm
1200 = 1200 mm

(4) Nominal height 100 = 100 mm   (up to nominal width 600)
150 = 150 mm   (up to nominal width 600)
200 = 200 mm   (up to nominal width 800)
250 = 250 mm   (up to nominal width 800) 
300 = 300 mm   (up to nominal width 1000)
400 = 400 mm   (from nominal width 400)

(5) Length 1300 = 300 mm   (up to nominal height 250)
1500 = 500 mm   (from nominal height 300)
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Technical Brochure • Accessories for LTG Air Distribution
4-position switch for residential ventilation

Unit view

Application
Control of ventilation systems for comfort areas, for ex-
ample for very well-insulated living spaces that must be 
ventilated in accordance with regulations.

Dimensions

 

Operation

Specification
	- 21 V AC/DC supply voltage

	- 1 analogue input DC 0 (2)...10 V for connecting a sensor 
(CO2, VOC, humidity, etc.)

	- 1 analogue output DC 0...10 V for connecting a flow rate 
controller

	- Touch control panel

	- Button for manual operation (4 ventilation levels ac-
cording to DIN 1946-6) or AUTO operation (ventilation 
according to sensor curve)

	- On/Off button (Off = shut-off mode or minimum venti-
lation level)

	- Ventilation levels can be set using a programming de-
vice

	- Installation in standard flush-mounted box (frame and 
mounting plate included)

Electrical connection
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Comfort Air Technology

Air-Water Systems
Air Diffusers
Air Distribution

Process Air Technology

Fans
Filtration Technology
HumidificationTechnology

Engineering Services

Laboratory Test & Experiment
Field Measurement & Optimisation
Simulation & Expertise
R&D & Start-up
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